
Ф 1 3 m m a p e r t u r e   S p l i t  c o r e  c u r r e n t  t r a n s f o r m e r  

S C T 0 1 3 - D

  

Character is t ic
 •Secure locking buckle ,  easy to  instal l

 •Audio connector  output

 •Lead output ,  length can be customized

 •Suspended type

Applicat ions
 •Portable  instrument

 •Household meter ing  

 •Monitor  motor  load

Product  advantage

 •Small  in  s ize  and l ight  in  weight

 •Low cost

 •High number of  turns ,  high precis ion
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Instal la t ion mode diagram

1.Button to  open card buckle 2.Open up

3.In the lead 4.Button on the card

 buckle

One pass threading method



Typical  technical  index：

 •Core mater ia l——Ferri te

 •work vol tage ——Phase vol tage≤720V

 •Operat ion temperature——-25℃～+60℃

 •Storage temperature——-30℃～+90℃

 •Work frequency——50Hz～1KHz

 •Dielectr ic  s t rength——input（Bare conductor） /  output  AC 800V/1min 

 5mA  50Hz input /shel l  AC 3.5KV/1min 5mA  50Hz

 •weight————50g
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+K

-L

voltage output type not allowed 
secondary short circuit.

2x0.2mm 
Two core shielded wire

lead length：
100cm~105cm

2

As our  products  are  constant ly  being improved and updated,  we reserve the r ight  to

modify the content  of  this  specif icat ion at  any t ime

The r ight  to  give not ice .

The s ta tement

Electr ical  parameters :（The following parameters are typical values and actual values will be subject to product testing）

Output voltageInput current Accuracy Load 
impedance Lead specification/schematic diagram

Leading wire specification
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Outl ine s ize：  ( in:mm)：

Side view
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Front  view
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output

output

empty

3.5mm

Standard 3.5 audio plug

1M~1.05M
空

output output

StandardФ3.5nn 3Pthree-core plug diagram

3.5

6.4 0.8

2.5 4.52×0.2mm2Two core shielded wire
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